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Fine cleaner      

            

AP-1000 / -1250 / -1500                              AP1.06.1601.GB 
 

   
The AP high performance 
cleaner is designed for fine 
cleaning of cereals 
 
Estimated capacity on wheat is  
9 t/h for AP-1000, 11 t/h for  
AP-1250, and 13 t/h for AP-1500.  

In standard construction the AP 
machines are delivered with the 
following features. 

The feeding apparatus is with 
weightloaded spreading valve and 
feed roll.

The aspiration system consists of a 
pre-aspiration chamber and a final 
aspiration chamber, both with 
waste auger. 

The screen system consists of two 
sieveboats where the upper 
sieveboat contains 2 parallel screen 
layers with 4° screen inclination 
and the lower boat contains 3 
parallel screen layers with 5° 
inclination. 

Each screen layer consists of 3 
single screens and all screens are 
rubber ball cleaned. 

With fixed speed drive, motor, and 
valve pipe optional. 

The machine is of steel construction 
with sieveboats of laminated wood. 
 
Special features: 

Fan and motor 

 AP-1000 AP-1250 AP-1500 

Motor, sieveboats 2.2 kW 2.2 kW 2.2 kW 

Screen size L=800 mm x W 1000 mm 1250 mm 1500 mm 

Screen area 12 m2 15 m2 18 m2

Weight 1825 kg 2145 kg 2450 kg 
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Pre-cleaner      

            

AS-1000 / -1500                                            AS1.07.1601.GB 
 

Photo shows machine with built-on fan 

   
The AS pre-cleaner is designed 
to be used in grain store 
applications where it is 
desirable to pre-clean the 
incoming grain before it is 
passed through a mixed flow 
drier, which will benefit by 
increased efficiency when being 
fed with cleaner grain 
 
Estimated capacity on wheat is up 
to 25 t/h for AS-1000 and up to 
37.5 t/h for AS-1500. 

In standard construction, the AS 
machines are delivered with the 
following features. 

AS-1000 is fitted with inlet with 
weightloaded valve; AS-1500 is 
fitted with inlet with feed roll. 

The aspiration chamber is fitted 
with one waste auger. 

The screen system consists of two 
sieveboats with sieve change from 
either side of the machine. 

The upper sieveboat contains 2 
scalping screen layers with 9° 
inclination and the lower boat 
contains 2 bottom screen layers 
with 11° inclination.  

Each screen layer consists of 1 
screen part and all screens are 
rubber ball cleaned. 

The AS-1000 has a screen size of 
1000 x 1000 mm and a total screen 
area of 4.0 m2.

The AS-1500 has a screen size of 
1000 x 1500 mm and a total screen 
area of 6.0 m2.

The machine has fixed speed drive, 
motor for sieveboats (1.1 kW for 
AS-1000 and 1.5 kW for AS-1500) 
and valve pipe for mounting of fan 
(optional). 

The machine is of steel construction 
with sieveboats of laminated wood. 

Weight of the machine: 950 kg for 
AS-1000 and 1650 kg for AS-1500 

Special features: 
 Fan and motor  
 Straw drum (instead of feeding  

   apparatus)  
 Feed roll for AS-1000 

AS without fan, with inlet hopper
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Fine cleaner                

FAU-1000 2-2 / -1250 2-2 / -1500 2-2                                      FAU1.05.1601.GB 

                       
 

Photo shows machine with built-on fan 

Machine is shown with built-on fan 

   
The FAU fine cleaner is first and 
foremost designed to be the 
main machine in seed and grain 
cleaning plants 

In standard construction, the FAU 
machines are delivered with the 
following features. 

The machine is fitted with feeding 
apparatus and feed roll with 
variable speed drive. 

The aspiration chamber is fitted 
with waste augers; waste outlet is 
on the right hand side of the 
machine. 

The screen system consists of two 
sieveboats with multi-flow variable 
screen system and variable speed 
drive. 

Each sieveboat contains 2 screen 
layers each consisting of 3 screen 
parts. 

All screens are rubber ball cleaned. 

The machine has speed drive, 
motor for sieveboat, and valve 
pipe. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Special features: 
 Fan and motor  
 Electrically variable speed for  

   feed roll 
 Rubber covered feed roll 
 Vibrator feeder (instead of feed  

   roll) 
 False air valve 
 Frame, 1000 mm high  

 FAU-1000 FAU-1250 FAU-1500 

Motor, sieveboats 2.2 kW 2.2 kW 2.2 kW 

Screen size L=800 mm x W 1000 mm 1250 mm 1500 mm 

Screen area 9.6 m2 12.0 m2 14.4 m2

Estimated capacity on wheat 9 t/h 11 t/h 13 t/h 

Weight 1400 kg 1950 kg 2200 kg 

 
 
 
 
 
            With clipper at inlet 
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Universal cleaner     
             

GAU-600                                                          GAU1.06.1601.GB 
 

Photo shows machine with built-on fan 

The GAU-600 universal cleaner 
is especially suitable for 
cleaning and grading of many 
sorts of cereals and seeds to a 
very high standard 

Estimated capacity on wheat is 1.2 
t/h. 

In standard construction, the GAU 
machines are delivered with the 
following features. 

The feeding apparatus is fitted with 
feed roll. 

The pre-aspiration chamber and 
final aspiration chamber are with 
rotary valve. 

The screen system consists of two 
sieveboats with a universal screen 
system. 

The upper sieveboat contains 2 
screen layers and the lower boat 
contains 1 + 2 screen layers.  

All screens are rubber ball cleaned. 

The GAU-600 has a screen size of 
1000 x 600 mm and a total screen 
area of 3.0 m2.

The machine has 1.1 kW motor for 
sieveboats and 0.37 kW gearmotor 
for feed roll and rotary valves.  

With valve pipe for mounting of fan 
(optional). 

The machine is of steel construction 
with sieveboats of laminated wood. 

Weight of the machine is 1000 kg. 

Special features: 
 Fan and motor 
 Vibrator feeder (instead of feed  

   roll) 
Electrically variable speed feed  

   roll with 0.37 kW gear variator  
Kit for slower feed roll speed 

   2-7 rpm          
 Variable speed drive of  

   sieveboats  
Rise air screen through final  

 aspiration, incl. back mounted    
  settling chamber 
 Adjustable depth final aspiration  

  channel with calibrated control  
 Frame, 900 mm high 
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Straw separator 
HG-1000 / -1250 / -1500 / -2000 / -2500                 HG1.07.1601.GB 
 

The photo shows the machine with built-on fan 

   
The HG straw separator is an 
efficient pre-cleaner of modular 
design, which can be operated 
as an independent unit 
 
The HG finds its application in 
reception plants and is suitable for 
intake plants of high moisture-
content crops with a particularly 
high content of straw and coarse 
impurities. 

The HG is specially suitable for 
cleaning oats, and other crops, such 
as wheat, barley, rape seed 
(harvested as a whole crop with a 
lot of straw), soy beans, sunflower, 
and paddy rice. 

In standard construction, the  
HG machines are delivered with the 
following features. 

The HG has inlet with feed roll and 
chamber with two straw drums Ø 
550 mm. 

The aspiration chamber is with 
auger and rotary valves. 

The machine is complete with 
speed drive, and motors for straw 
drum and feed roll. 

Excl. fan and motor; incl. valve pipe 
for mounting of fan (optional). 

The machine is of steel 
construction. 

 HG-1000 HG-1250 HG-1500 HG-2000 HG-2500 

Motor, fan (optional) 5.50 kW 7.50 kW 7.50 kW 11.00 kW 2 x 7.50 kW 

Gearmotor, straw drums 0.55 kW 0.55 kW 0.55 kW 0.75 kW 1.10 kW 

Gearmotor, feed roll 0.37 kW 0.37 kW 0.37 kW 0.37 kW 0.55 kW 

Max. air quantity, m3 /h  8,000 10,500 10,500 13,000 2 x 10,500 

Estimated capacity  100 t/h 120 t/h 150 t/h 200 t/h 250 t/h 

Weight 750 kg 830 kg 910 kg 1070 kg 1230 kg 
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Spiral separator 
           

HT-2 / -4 / -6 / -8                                                                                                  HT2.04.1605.GB

Photo shows HT-8 

   
The HT spiral separators are 
used to separate round seeds 
from flat seeds by means of 
gravity 

In standard construction, the HT 
machines are delivered with the 
following features. 

The cabinet is with a number of 
spirals, each with 8 flights which 
are with different angles. 

The machine has feed hopper and 
one inlet for each spiral as well as 
adjustable deflectors and adjustable 
slide gate at the bottom. 

The unit has two outlets – one for 
prime product and one for waste. 

The machine is of steel 
construction. 

Special features: 
Nylon brake fingers 
 Hopper extension (600 mm) 
 Self-indexing/alignment system 

   for fingers (not for HT-2) 

Nylon brake fingers 
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Spiral separator 
           

LA-HT                                                                       LAHT1.06.1612.GB

   
The LA-HT spiral separator is 
used to separate round seeds 
from flat seeds by means of 
gravity 

The cabinet is with one spiral with  
8 flights. 

The machine has inlet hopper with 

vibrator feeder with start/stop and 
potentiometer. 

Further with adjustable deflectors 
and adjustable slide gate at the 
bottom. 

The unit has two outlets – one for 
prime product and one for waste 

material. 

The machine is of steel 
construction. 

Options: 
Nylon brake fingers  
Spiral with inclination of 37o,
43o, 46o, or 49o
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Silo separator                

SAB-600 / -800 / -1000 / -1250 / -1500                                    SAB1.05.1602.GB 
 

Photo shows machine with built-on fan 

   
The SAB silo separator is first 
and foremost designed to 
master pre-cleaning jobs at 
modern intake plants 
 
Furthermore it is also ideally suited 
to dress malting barley and milling 
grain to the highest quality 
commercial sample at a reduced 
throughput. 

In standard construction, the SAB 
machines are delivered with the 
following features.

The machine is fitted with inlet with 
feed roll. 

The aspiration chamber is fitted 
with one waste auger. 

The screen system consists of one 
sieveboat with 1 short scalping 
screen layer (1 screen part) and 2 
long grading/sand screen layers (2 
screen parts).  

All screens are rubber ball cleaned. 

The machine has fixed speed drive 
and motors; incl.  valve pipe for 
mounting of fan (optional). 

The machine is of steel construction 
with sieveboat of laminated wood. 

Special features: 
Fan and motor   
 Reduced screen inclination 
 Frame, 1000 mm high 

 SAB-600 SAB-800 SAB-1000 SAB-1250 SAB-1500 

Motor, fan 3.00 kW 3.00 kW 4.00 kW 4.00 kW 5.50 kW 

Motor, sieveboat 1.10 kW 1.10 kW 1.50 kW 1.50 kW 1.50 kW 

Screen size L=1000 mm x W 600 mm 800 mm 1000 mm 1250 mm 1500 mm 

Screen area 3.00 m2 4.00 m2 5.00 m2 6.25 m2 7.50 m2

Estimated capacity on wheat 15 t/h 20 t/h 25 t/h 31 t/h 37,5 t/h 
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Silo separator                

SAC-800 / -1000 / -1250 / -1500                                               SAC1.04.1602.GB 
 

Photo shows machine with built-on fan 

   
The SAC silo separator is first 
and foremost designed to 
master pre-cleaning jobs at 
modern intake plants 
 
Furthermore it is also ideally suited 
to dress malting barley and milling 
grain to the highest quality 
commercial sample at a reduced 
throughput. 

In standard construction, the SAC 
machines are delivered with the 
following features. 

The machine is fitted with inlet with 
feed roll. 

The aspiration chamber is fitted 
with one waste auger. 

The screen system consists of one 
sieveboat with 1 short scalping 
screen layer (1 screen part) and 3 
long grading/sand screen layers (2 
screen parts).  

All screens are rubber ball cleaned. 

The machine has fixed speed drive 
and motors; incl. valve pipe for 
mounting of fan (optional). 

The machine is of steel construction 
with sieveboat of laminated wood. 

Special features: 
 Fan and motor    
 Frame, 1000 mm high. 

 SAC-800 SAC-1000 SAC-1250 SAC-1500 

Motor, fan 3.00 kW 4.00 kW 4.00 kW 5.50 kW 

Motor, sieveboat 1.10 kW 1.10 kW 1.50 kW 1.50 kW 

Screen size L=1000 mm x W 800 mm 1000 mm 1250 mm 1500 mm 

Screen area 5.60 m2 7.00 m2 8.75 m2 10.50 m2

Estimated pre-cleaning capacity on wheat 20 t/h 30 t/h 40 t/h 50 t/h 

Estimated fine cleaning capacity on wheat 4 t/h 4 t/h 6 t/h 7 t/h 
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Indented cylinder 
            

TR-620 / -625 / -630                            TR6.10.1602.GB 
 

   
The TR indented cylinder is 
constructed to be part of a 
modular system, which means 
that a quantity of indented 
cylinders can be so arranged to 
satisfy all demands to 
capacities and plant lay-out 
 
It also means that capacities in 
existing plants can be increased at 
any time by adding one or more 
cylinders. 
 
Estimated capacity on wheat is in 
short separation up to 4.0 t/h for 
TR-620, up to 5.0 t/h for TR-625, 
and up to 6.0 t/h for TR-630. 

In long separation or short+long, 
the capacity is up to 3.2 t/h for TR-
620, up to 4.0 t/h for TR-625, and 
up to 4.8 t/h for TR-630. 

In standard construction, the TR 
machines are delivered with the 
following features. 

The cylinder can be fitted with 
agitator, agitator with auger, or 
outlet brake.  

The exchangeable mantle is 
twoparted with the dimension:  
Ø 600 x 1910 mm for TR-620, 
Ø 600 x 2410 mm for TR-625,  
Ø 600 x 2910 mm for TR-630. 

The position of the trough is 
infinitely adjustable. 

The machine is fitted with safety 
access doors on left and right side 
of the mantle. 

The machine is complete with fixed 
speed drive and 1.1 kW motor, 900 
rpm. 

The machine is of steel 
construction. 

Weight of the machine is 540 kg for 
TR-620, 580 kg for TR-625, and 
620 kg for TR-630. 
 
Special features: 
 Electrical adjustment of trough 
 Mechanically variable speed  

   drive 
 Combination 1 over 2 / 2 over 3  
 Gas lifting device for access door 
 Compressed air clean down 
 Safety covering 
 Lifting device for mantle change 
 Inspection hatch 
 Case-hardened or Teflon coated  

   mantle

                       Shown without doors                                   Cylinder mantle with drop shaped indents
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Belt conveyor               

BT STANDARD OPEN (-400 STO / -500 STO / -600 STO)           BT1.03.1610.GB

   
The BT STANDARD OPEN belt 
conveyor is very versatile and 
can be manufactured to many 
different designs tailor-made to 
suit specific requirements 

The belt conveyor is available as an 
open or a totally enclosed unit 
offering maximum operation 
security and protection against 
dust, rain, or intense sunshine. 

Top and bottom covers for 
enclosing the conveyor are supplied 
in full length; top cover in 
galvanized steel and bottom cover 
in mesh or galvanized steel. 

With one standard inlet and one 
standard outlet; the outlet can be 
delivered with brush or with 
scraper. 

The belt is made of rubber with 
smooth surface and a width of 400 
mm, 500 mm, or 600 mm. 

The belt conveyor is equipped with 
assembled drive and tension 
section; drive in both ends is also 
available. 

In galvanized construction with 
steel parts in green RAL6024. 

Options: 
Belt speed monitor, PLC 
operated. 
Safety rope, full length, with 
switches. 
Reversible with 2 outlets. 
Drive wheel with rubber 
coating. 
Product blocking sensor (not 
mounted). 
Dust aspiration after inlet. 
Section with extra rolls. 
Discharge car, motorized. 
Inlet transition. 
Outlet transition. 
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Clipper / De-awner     
             

CW-600 / -800 / -1000 / -1250 / -1500                         CW1.05.1601.GB 
 

   
The CW clipper/de-awner is 
used for pre-treatment of 
various grain types; the 
purpose of the de-awning 
operation is to remove awns 
from barley kernels, loose 
husks from wheat, and to clip 
oat kernels 
 
The clipper/de-awner can be used 
where heavy de-awning is required 
but also for products where only a 
light de-awning is needed. 

The degree of de-awning depends 
on the length of time the material 
takes to pass through the de-awner 
housing. 

The adjustable bottom slide gate 
can increase or decrease the flow-
time through the unit.  
 
In standard construction, the CW 
clipper / de-awner is delivered with 
below features. 

The unit has inlet with adjustable 
capacity slide and adjustable 
bottom slide gate. 

The housing is fitted with a number 
of round beaters. 

The unit has V-belt drive and 
motor. 

The machine is in steel construction 
and mounted on a platform. 

Special features: 
Various kinds of beaters 
Wiremesh or teardrop plate  

   inside 
Incorporating a buffer bin  

   between clipper/de-awner and  
   cleaner 

 CW-600 CW-800 CW-1000 CW-1250 CW-1500 

Motor  4.00 kW 5.50 kW 11.00 kW 15.00 kW 30.00 kW 

Beaters, round 16 pcs. 32 pcs. 40 pcs. 48 pcs. 60 pcs. 

Capacity up to 6 t/h 8 t/h 10 t/h 12 t/h 15 t/h 

Weight excl. motor 50 kg 70 kg 100 kg 130 kg 200 kg 
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Polishing / Brushing machine                  
HA-400                                                           HA1.08.1602.GB 
 

   
The HA-400 polishing/brushing 
machine is very easy to clean 
and therefore specially suitable 
for use in basic seed plants, 
installations for production of 
flower and garden seed, 
research stations as well as in 
other places where relatively 
small lots of expensive seeds 
are treated 
 
It is also very suitable as a sieve for 
granules and powder products. 

Estimated capacity on rye grass is 
0.5 t/h. 

In standard construction, the  
HA-400 is delivered with the 
following features. 

The inlet is fitted with auger in the 
motor end. 

Discharge takes place through the 
hopper below and through the end 
outlet. 

The machine has internally 
adjustable brushes (6 pcs.) and a 
one-section exchangeable mantle 
800 mm long. 

Further, the machine has V-belt 
drive and 3.0 kW motor. 

The machine is of steel 
construction. 

Weight of the machine is 200 kg. 
 
Special features: 

Beaters (instead of brushes)
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Gravity separator 
           

KA-1200 / -1500                                                                                               KA2.07.1605.GB

   
The gravity separator type KA is 
used for fine grading and 
impurity separation of a 
number of products with 
identical particle size but with 
differences in their respective 
weights 

Often this is the only possible 
method to achieve the purity 
required and the gravity separator 
is therefore used where traditional 
cleaning methods by air, screen, 
and indented cylinder prove to be 
less than effective. 

Estimated capacity on wheat is for 
KA-1200 up to 1.5 t/h and for KA-
1500 up to 2.1 t/h. 

In standard construction, the KA 
gravity separators are delivered 
with the following features. 

The inlet is adjustable. 

The oscillating grading deck is with 
standard covering for grain and 
adjustable guide plates. 

Deck change takes place from the 
side of the machine. 

The machine is with manually 
adjustable stroke length, eccentric 
rpm, air quantity, and deck 
inclinations (sideways and length-
ways.

The outlet bench is with square 
sack clamps. 

The machine is complete with built-
in fan, speed drive, motors, and air 
filter. 

The machine is of steel construction 
with the grading deck of waterproof 
laminated wood.  

Special features: 
 Dust extraction chute at inlet 
 Dust hood over the complete 

   deck
 Hydraulic adjustment with  

   electrical pump for deck  
   inclinations 

Programmable hydraulic PLC  
   control, operator panel  

KA-1200 KA-1500 

Motor, built-in fan  7.50 kW  7.50 kW 

Motor, deck 0.75 kW 0.75 kW 

Deck size 0.52 m2 0.80 m2
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Gravity separator 
           

KA-1900 / -2200 / -2600                                                          KA3.04.1605.GB

   
The gravity separator type KA is 
used for fine grading and 
impurity separation of a 
number of products with 
identical particle size but with 
differences in their respective 
weights 

Often this is the only possible 
method to achieve the purity 
required and the gravity separator 
is therefore used where traditional 
cleaning methods by air, screen, 
and indented cylinder prove to be 
less than effective. 

Estimated capacity on wheat is for 
KA-1900 up to 3.6 t/h, for KA-2200 
up to 4.3 t/h, and for KA-2600 up 
to 6.0 t/h. 

In standard construction, the KA 
gravity separators are delivered 
with the following features. 

The inlet is adjustable. 

The oscillating grading deck is with 
standard covering for grain and 
adjustable guide plates. 

Deck change takes place from the 
side of the machine. 

The machine is with manually 
adjustable stroke length, eccentric 
rpm, air quantity, and deck 
inclinations (sideways and length-
ways).

The outlet bench is excl. sack 
clamps. 

The machine is complete with built-
in fan, speed drive, motors, and air 
filter. 

The machine is of steel construction 
with the grading deck of waterproof 
laminated wood.  

Special features: 
 Dust extraction chute at inlet 
 Dust hood over the complete 

   deck 
 Round sack clamps for outlets on  

   outlet bench
 Hydraulic adjustment of deck  

   inclinations 
Programmable PLC control panel  

   with frequency converter  

KA-1900 KA-2200 KA-2600 

Motor, built-in fan 11.00 kW 11.00 kW 11.00 kW 

Motor, deck 1.10 kW 1.10 kW 1.10 kW 

Deck size 1.05 m2 1.44 m2 2.15 m2
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Gravity separator 
           

KA-3300 / -4400 / -5500                                                          KA7.07.1605.GB

   
The gravity separator type KA is 
used for fine grading and 
impurity separation of a 
number of products with 
identical particle size but with 
differences in the specific 
gravity 

Often this is the only possible 
method to achieve the purity 
required and the gravity separator 
is therefore used where traditional 
cleaning methods by air, screen, 
and indented cylinder prove to be 
insufficiently effective. 

Estimated capacity on wheat is for 
KA-3300 up to 7 t/h, for KA-4400 
up to 12 t/h, and for KA-5500 
between 16-18 t/h. 

In standard construction, the KA 
gravity separators are delivered 
with the following features. 

The oscillating grading deck is with 
standard covering for grain (ripple 
deck). 

Deck change takes place from the 
side of the machine. 

The machine is with hydraulic 
adjustment with electrical pump for 
deck inclinations; incl. frequency 
converter.  

All adjustments can be made during 
operation. 

Further with air silencer for intake 
air. 

The machine is complete with built-
in fan, speed drive, and motors. 

The machine is of steel construction 
with the grading deck of aluminum.  

Special features: 
 Deck with covering for small  

   seeds (instead of ripple deck) 
 Dust hood at inlet, only  
 Dust hood over the complete  

   deck
Programmable hydraulic PLC  

   control, operator panel  
Heavy duty motor 

KA-3300 KA-4400 KA-5500 

Motor, built-in fan 15.00 kW 18.50 kW 30.00 kW 

Motor, deck 3.00 kW 3.00 kW 3.00 kW 

Deck size 2.40 m2 3.40 m2 6.10 m2
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Pre-cleaner 
           

PC-600 / -1000 / -1250 / -1500                                                          PC1.06.1605.GB

Photo shows machine with covered sieveboat and aspiration spout 

   
The PC pre-cleaner is suitable 
for grading and calibration of all 
kinds of products 

In standard construction, the PC 
machines are delivered with the 
following features. 

The PC-600 and PC-1000 is fitted 
with inlet with weightloaded valve. 

The PC-1250 and PC-1500 is fitted 
with inlet with feed roll. 

The screen system consists of one 
sieveboat with 1 scalping screen 
layer and 1 long grading screen 
layer; both with adjustable 
inclination of 4°, 6°, 8° or 11°. 

Each screen layer consists of 2 
screen parts and all screens are 
rubber ball cleaned. 

The PC does not have an aspiration 
system. 

The machine is complete with fixed 
speed drive and motor. 

The machine is of steel construction 
with sieveboat of laminated wood; 
standard paint is green RAL6024. 

Special features:  
 Covering of sieveboat with  

   aspiration spout 
 Frame, 800 mm high 

 PC-600 PC-1000 PC-1250 PC-1500 

Motor, sieveboat 0.75 kW 0.75 kW 1.50 kW 1.50 kW 

Screen size L=800 mm x W 600 mm 1000 mm 1250 mm 1500 mm 

Screen area 2.0 m2 3.0 m2 4.0 m2 5.0 m2

Estimated capacity on wheat up to 12 t/h 20 t/h 25 t/h 30 t/h 
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Silo separator 
           

SI-50 /–60 / -70                                                                              SI1.06.1606.GB

Photo shows machine with straw drum 

   
The SI silo separator is first and 
foremost designed to master 
pre-cleaning jobs at modern 
intake plants 

Furthermore it is also ideally suited 
to dress malting barley and milling 
grain to the highest quality 
commercial sample at a reduced 
throughput. 

In standard construction, the SI 
machines are delivered with the 
following features. 

The machine is fitted with inlet with 
feed roll. 

The aspiration system consists of 
pre-aspiration and final aspiration. 

The screen system consists of two 
parallel working sieveboats each 
with 1 scalping screen layer and 1 
grading/sand screen layer. Each 
screen layer consists of 2 screen 
parts. 

All screens are rubber ball cleaned. 

The machine has fixed speed drive 
and motors; incl. valve pipe for 
mounting of fan (optional). 

The machine is of steel construction 
with sieveboats of laminated wood. 

Options: 
Straw drum dia. 500 mm with wire 
mesh 
Straw drum dia. 800 mm with wire 
mesh 
Variable speed drive on sieveboat  

SI-50 SI-60 SI-70 

Motor, fan 5.50 kW 7.50 kW 7.50 kW 

Motor, sieveboats 1.50 kW 2.20 kW 2.20 kW 

Screen size L=1000 mm x W 1000 mm 1250 mm 1500 mm 

Screen area 8.00 m2 10.00 m2 12.00 m2

Estimated capacity on wheat 50-55 t/h 60-65 t/h 70-80 t/h 

 



Westrup A/S

Sorøvej 21, DK-4200 Slagelse 

Tel. +45 5852 2564, Fax +45 5852 5251

Please contact us for detailed information or meet us at www.westrup.com info@westrup.com

Universal separator 
           

UB-1000 / -1250 / -1500                                                      UB1.04.1604.GB

Photo shows machine with built-on fan 

   
The UB universal separator is 
especially used for fine cleaning 
and grading of light and heavy 
seeds, cereals, and granulated 
products 

The machine can also be equipped 
to suit a variety of special jobs and 
purposes.  

In standard construction, the UB 
machines are delivered with the 
following features. 

The machine is fitted with inlet with 
feed roll with variable speed from 
eccentric shaft. 

The aspiration system consists of 
pre-aspiration chamber fitted with 
one waste auger and final 
aspiration chamber with one auger. 

The screen system consists of one 
sieveboat with 1 short scalping 
screen layer (1 screen part), 1 long 
scalping screen layer (3 screen 
parts), and 1 long sand screen layer 
(3 screen parts).  

All screens are rubber ball cleaned. 

The machine is of steel construction 
with sieveboat of laminated wood. 

Special features: 
Fan and motor 
 Vibrator feeder (instead of feed  

   roll) 
 Separate gear variator with 0.37 

   kW motor  
 Variable speed drive on 

   sieveboat 
 Screen in final aspiration channel  

  (rise air screen) 
 Different sieveboat constructions 
 Sacking-off pipes for rejects 
 Prime product hopper 
 Frame, 1000 mm high 

 
UB-1000 UB-1250 UB-1500 

Motor, sieveboat 1.10 kW 1.50 kW 1.50 kW 

Screen size L=800 mm x W 1000 mm 1250 mm 1500 mm 

Screen area (diagram 05851 & 4351) 5.60 m2 7.00 m2 8.40 m2

Screen area (diagram 2908) 8.00 m2 10.00 m2 12.00 m2

Estimated capacity on wheat  

(diag. 05851)

3.00 t/h 3.80 t/h 4.50 t/h 

Estimated capacity on wheat 

(diag. 4351 & 2908)

5.80 t/h 7.20 t/h 8.60 t/h 
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Modular cleaner     
  

CC-1250 / -1500 / -1750 / -2000 / -2500             CC1.02.0405.GB 
 

With 1 sieveboat With 2 sieveboats 

   
The CC high capacity modular 
cleaner is a very versatile 
cleaner performing at high 
capacities 
 
It excels at precision cleaning of all 
varieties of seed and grain as well 
as pre-cleaning and sizing when 
very high efficiency standards are 
required. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and one or two straw drums, 
with feeding augers and cleaning 
band, or with vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one, two or three 
waste augers. Rotary valve can also 
be supplied instead of augers or the 
machine can be equipped with air 
recirculation. 

Final aspiration can be done in a 
channel with variable or fixed 
depth. A double channel with 
individually variable depth is also 
available. 

The sieve section consists of one or 
two sieveboats with fixed or 
variable flow set-up. Each sieveboat 
contains 4 screen layers.

The machine is of steel construction 
with sieveboats of laminated wood. 

One sieveboat: Fine cleaning Pre-cleaning  Two sieveboats: Fine cleaning Pre-cleaning 

CC-1250 up to 15 t/h up to 100 t/h CC-1250 up to 30 t/h up to 200 t/h 

CC-1500 up to 18 t/h up to 120 t/h CC-1500 up to 36 t/h up to 240 t/h 

CC-1750 up to 21 t/h up to 140 t/h CC-1750 up to 42 t/h up to 280 t/h 

CC-2000 up to 24 t/h up to 160 t/h CC-2000 up to 48 t/h up to 320 t/h 

CC-2500 up to 30 t/h up to 200 t/h CC-2500 up to 60 t/h up to 400 t/h 
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Modular cleaner     
  

CC-1250 / -1500 / -1750 / -2000 / -2500             CC1.02.0405.GB 
 

With 1 sieveboat With 2 sieveboats 

   
The CC high capacity modular 
cleaner is a very versatile 
cleaner performing at high 
capacities 
 
It excels at precision cleaning of all 
varieties of seed and grain as well 
as pre-cleaning and sizing when 
very high efficiency standards are 
required. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and one or two straw drums, 
with feeding augers and cleaning 
band, or with vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one, two or three 
waste augers. Rotary valve can also 
be supplied instead of augers or the 
machine can be equipped with air 
recirculation. 

Final aspiration can be done in a 
channel with variable or fixed 
depth. A double channel with 
individually variable depth is also 
available. 

The sieve section consists of one or 
two sieveboats with fixed or 
variable flow set-up. Each sieveboat 
contains 4 screen layers.

The machine is of steel construction 
with sieveboats of laminated wood. 

One sieveboat: Fine cleaning Pre-cleaning  Two sieveboats: Fine cleaning Pre-cleaning 

CC-1250 up to 15 t/h up to 100 t/h CC-1250 up to 30 t/h up to 200 t/h 

CC-1500 up to 18 t/h up to 120 t/h CC-1500 up to 36 t/h up to 240 t/h 

CC-1750 up to 21 t/h up to 140 t/h CC-1750 up to 42 t/h up to 280 t/h 

CC-2000 up to 24 t/h up to 160 t/h CC-2000 up to 48 t/h up to 320 t/h 

CC-2500 up to 30 t/h up to 200 t/h CC-2500 up to 60 t/h up to 400 t/h 
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Modular cleaner     
  

CC-1250 / -1500 / -1750 / -2000 / -2500             CC1.02.0405.GB 
 

With 1 sieveboat With 2 sieveboats 

   
The CC high capacity modular 
cleaner is a very versatile 
cleaner performing at high 
capacities 
 
It excels at precision cleaning of all 
varieties of seed and grain as well 
as pre-cleaning and sizing when 
very high efficiency standards are 
required. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and one or two straw drums, 
with feeding augers and cleaning 
band, or with vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one, two or three 
waste augers. Rotary valve can also 
be supplied instead of augers or the 
machine can be equipped with air 
recirculation. 

Final aspiration can be done in a 
channel with variable or fixed 
depth. A double channel with 
individually variable depth is also 
available. 

The sieve section consists of one or 
two sieveboats with fixed or 
variable flow set-up. Each sieveboat 
contains 4 screen layers.

The machine is of steel construction 
with sieveboats of laminated wood. 

One sieveboat: Fine cleaning Pre-cleaning  Two sieveboats: Fine cleaning Pre-cleaning 

CC-1250 up to 15 t/h up to 100 t/h CC-1250 up to 30 t/h up to 200 t/h 

CC-1500 up to 18 t/h up to 120 t/h CC-1500 up to 36 t/h up to 240 t/h 

CC-1750 up to 21 t/h up to 140 t/h CC-1750 up to 42 t/h up to 280 t/h 

CC-2000 up to 24 t/h up to 160 t/h CC-2000 up to 48 t/h up to 320 t/h 

CC-2500 up to 30 t/h up to 200 t/h CC-2500 up to 60 t/h up to 400 t/h 
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Drum pre-cleaner                 

DP-630/2 / DP-950/2                                 DP1.10.1602.GB 
 

   
The DP drum pre-cleaner is 
above all used in intake 
sections and silos in order to 
relieve the following machines 
and conveyors 

The drum pre-cleaner separates 
coarse impurities such as paper, 
pieces of wood, maize leaves, and 
cobs etc. 

The capacity depends on the 
nature of the material to be 
cleaned (moisture, impurities  
etc.) as well as the chosen 
perforation(s) of the drum. 

Estimated capacity for DP-630/2 
on wheat is up to 100 t/h and for  
DP-950/2 up to 200 t/h. 

In standard construction, the DP 
machines are delivered with the 
following features. 

The housing is totally enclosed with 
inspection cover and assembly or 
servicing cover. 

The machine is fitted with inlet 
spout and inlet channel. 

The rotating horizontal drum with  
different perforations after 
customer requrements. 

The dimension of the drum is for 
DP-630/2 Ø 630 x 780 mm with a 
drum area of 1.54 m2 .

The dimension of the drum is for 
DP-950/2 Ø 950 x 1080 mm with a 
drum area of 3.20 m2 .

Inside the drum there is a guide 
spiral to convey the material to 
the outlet end. 

The machine is further with scraper 
cleaning and spout for dust 
aspiration. 

The machine is complete with 
fixed speed drive and 0.37 kW 
gearmotor for DP-630/2 and 0.55 
kW gearmotor for DP-950/2. 

The machine is of steel 
construction.  

Weight of the machine is for DP-
630/2 290 kg and for DP-950/2 470 
kg. 

Sectional view of drum 

Scraper brush
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Modular cleaner     
  

FP-1000 / -1250 / -1500 / -1750 / -2000 / -2500           FP1.01.0405.GB 
 

   
The FP high capacity modular 
cleaner is a very versatile 
cleaner performing at high 
capacities 
 
It excels at precision cleaning of all 
varieties of seed and grain as well 
as pre-cleaning and sizing when 
very high efficiency standards are 
required. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and one or two straw drums, 
with feeding augers and cleaning 
band, or with vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one, two or three 
waste augers. Rotary valve can also 
be supplied instead of augers or the 
machine can be equipped with air 
recirculation. 

Final aspiration can be done in a 
channel with variable or fixed 
depth. A double channel with 
individually variable depth is also 
available. 

The sieve section consists of two 
sieveboats with fixed or variable 
screen inclination and different 
number of screen layers. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen layers: Screen area: 

  FP-1000 FP-1250 FP-1500 FP-1750 FP-2000 FP-2500 

E3 + E4 2 + 2  9.6 m2 12.0 m2 14.4 m2 16.8 m2 19.2 m2 24.0 m2

E5 + E6 3 + 3  14.4 m2 18.0 m2 21.6 m2 25.2 m2 28.8 m2 36.0 m2

E7 + E8 4 + 3  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E9 3 + 4  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E14 4 + 4  19.2 m2 24.0 m2 28.8 m2 33.6 m2 38.4 m2 48.0 m2

E15 4 + 5  21.6 m2 27.0 m2 32.4 m2 37.8 m2 43.2 m2 54.0 m2
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Modular cleaner     
  

FP-1000 / -1250 / -1500 / -1750 / -2000 / -2500           FP1.01.0405.GB 
 

   
The FP high capacity modular 
cleaner is a very versatile 
cleaner performing at high 
capacities 
 
It excels at precision cleaning of all 
varieties of seed and grain as well 
as pre-cleaning and sizing when 
very high efficiency standards are 
required. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and one or two straw drums, 
with feeding augers and cleaning 
band, or with vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one, two or three 
waste augers. Rotary valve can also 
be supplied instead of augers or the 
machine can be equipped with air 
recirculation. 

Final aspiration can be done in a 
channel with variable or fixed 
depth. A double channel with 
individually variable depth is also 
available. 

The sieve section consists of two 
sieveboats with fixed or variable 
screen inclination and different 
number of screen layers. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen layers: Screen area: 

  FP-1000 FP-1250 FP-1500 FP-1750 FP-2000 FP-2500 

E3 + E4 2 + 2  9.6 m2 12.0 m2 14.4 m2 16.8 m2 19.2 m2 24.0 m2

E5 + E6 3 + 3  14.4 m2 18.0 m2 21.6 m2 25.2 m2 28.8 m2 36.0 m2

E7 + E8 4 + 3  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E9 3 + 4  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E14 4 + 4  19.2 m2 24.0 m2 28.8 m2 33.6 m2 38.4 m2 48.0 m2

E15 4 + 5  21.6 m2 27.0 m2 32.4 m2 37.8 m2 43.2 m2 54.0 m2
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Modular cleaner     
  

FP-1000 / -1250 / -1500 / -1750 / -2000 / -2500           FP1.01.0405.GB 
 

   
The FP high capacity modular 
cleaner is a very versatile 
cleaner performing at high 
capacities 
 
It excels at precision cleaning of all 
varieties of seed and grain as well 
as pre-cleaning and sizing when 
very high efficiency standards are 
required. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and one or two straw drums, 
with feeding augers and cleaning 
band, or with vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one, two or three 
waste augers. Rotary valve can also 
be supplied instead of augers or the 
machine can be equipped with air 
recirculation. 

Final aspiration can be done in a 
channel with variable or fixed 
depth. A double channel with 
individually variable depth is also 
available. 

The sieve section consists of two 
sieveboats with fixed or variable 
screen inclination and different 
number of screen layers. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen layers: Screen area: 

  FP-1000 FP-1250 FP-1500 FP-1750 FP-2000 FP-2500 

E3 + E4 2 + 2  9.6 m2 12.0 m2 14.4 m2 16.8 m2 19.2 m2 24.0 m2

E5 + E6 3 + 3  14.4 m2 18.0 m2 21.6 m2 25.2 m2 28.8 m2 36.0 m2

E7 + E8 4 + 3  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E9 3 + 4  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E14 4 + 4  19.2 m2 24.0 m2 28.8 m2 33.6 m2 38.4 m2 48.0 m2

E15 4 + 5  21.6 m2 27.0 m2 32.4 m2 37.8 m2 43.2 m2 54.0 m2
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Modular cleaner     
  

FP-1000 / -1250 / -1500 / -1750 / -2000 / -2500           FP1.01.0405.GB 
 

   
The FP high capacity modular 
cleaner is a very versatile 
cleaner performing at high 
capacities 
 
It excels at precision cleaning of all 
varieties of seed and grain as well 
as pre-cleaning and sizing when 
very high efficiency standards are 
required. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and one or two straw drums, 
with feeding augers and cleaning 
band, or with vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one, two or three 
waste augers. Rotary valve can also 
be supplied instead of augers or the 
machine can be equipped with air 
recirculation. 

Final aspiration can be done in a 
channel with variable or fixed 
depth. A double channel with 
individually variable depth is also 
available. 

The sieve section consists of two 
sieveboats with fixed or variable 
screen inclination and different 
number of screen layers. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen layers: Screen area: 

  FP-1000 FP-1250 FP-1500 FP-1750 FP-2000 FP-2500 

E3 + E4 2 + 2  9.6 m2 12.0 m2 14.4 m2 16.8 m2 19.2 m2 24.0 m2

E5 + E6 3 + 3  14.4 m2 18.0 m2 21.6 m2 25.2 m2 28.8 m2 36.0 m2

E7 + E8 4 + 3  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E9 3 + 4  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E14 4 + 4  19.2 m2 24.0 m2 28.8 m2 33.6 m2 38.4 m2 48.0 m2

E15 4 + 5  21.6 m2 27.0 m2 32.4 m2 37.8 m2 43.2 m2 54.0 m2
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Modular cleaner     
  

FP-1000 / -1250 / -1500 / -1750 / -2000 / -2500           FP1.01.0405.GB 
 

   
The FP high capacity modular 
cleaner is a very versatile 
cleaner performing at high 
capacities 
 
It excels at precision cleaning of all 
varieties of seed and grain as well 
as pre-cleaning and sizing when 
very high efficiency standards are 
required. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and one or two straw drums, 
with feeding augers and cleaning 
band, or with vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one, two or three 
waste augers. Rotary valve can also 
be supplied instead of augers or the 
machine can be equipped with air 
recirculation. 

Final aspiration can be done in a 
channel with variable or fixed 
depth. A double channel with 
individually variable depth is also 
available. 

The sieve section consists of two 
sieveboats with fixed or variable 
screen inclination and different 
number of screen layers. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen layers: Screen area: 

  FP-1000 FP-1250 FP-1500 FP-1750 FP-2000 FP-2500 

E3 + E4 2 + 2  9.6 m2 12.0 m2 14.4 m2 16.8 m2 19.2 m2 24.0 m2

E5 + E6 3 + 3  14.4 m2 18.0 m2 21.6 m2 25.2 m2 28.8 m2 36.0 m2

E7 + E8 4 + 3  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E9 3 + 4  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E14 4 + 4  19.2 m2 24.0 m2 28.8 m2 33.6 m2 38.4 m2 48.0 m2

E15 4 + 5  21.6 m2 27.0 m2 32.4 m2 37.8 m2 43.2 m2 54.0 m2
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Modular cleaner     
  

FP-1000 / -1250 / -1500 / -1750 / -2000 / -2500           FP1.01.0405.GB 
 

   
The FP high capacity modular 
cleaner is a very versatile 
cleaner performing at high 
capacities 
 
It excels at precision cleaning of all 
varieties of seed and grain as well 
as pre-cleaning and sizing when 
very high efficiency standards are 
required. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and one or two straw drums, 
with feeding augers and cleaning 
band, or with vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one, two or three 
waste augers. Rotary valve can also 
be supplied instead of augers or the 
machine can be equipped with air 
recirculation. 

Final aspiration can be done in a 
channel with variable or fixed 
depth. A double channel with 
individually variable depth is also 
available. 

The sieve section consists of two 
sieveboats with fixed or variable 
screen inclination and different 
number of screen layers. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen layers: Screen area: 

  FP-1000 FP-1250 FP-1500 FP-1750 FP-2000 FP-2500 

E3 + E4 2 + 2  9.6 m2 12.0 m2 14.4 m2 16.8 m2 19.2 m2 24.0 m2

E5 + E6 3 + 3  14.4 m2 18.0 m2 21.6 m2 25.2 m2 28.8 m2 36.0 m2

E7 + E8 4 + 3  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E9 3 + 4  16.8 m2 21.0 m2 25.2 m2 29.4 m2 33.6 m2 42.0 m2

E14 4 + 4  19.2 m2 24.0 m2 28.8 m2 33.6 m2 38.4 m2 48.0 m2

E15 4 + 5  21.6 m2 27.0 m2 32.4 m2 37.8 m2 43.2 m2 54.0 m2
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Flat screen sizer
FS-400/4 / -1000/4                          FS1.04.0502.GB

The FS flat screen sizer is above
all used for calibration with a
very high accuracy and
efficiency

In standard construction, the FS
machines are delivered with the
following features.

The machine has inlet and vibratory
feeder with start/stop and poten-
tiometer.

The screen section consists of one
screen layer with 4 screens dividing
the product into 5 fractions.

All screens have brush cleaning
operated by pneumatic cylinders.

The machine is complete with
speed drive and motor.

The machine is of steel
construction.

FS-400/4 FS-1000/4

Motor, screen section 1.50 kW 2.20 kW

Vibratory feeder 220 V 220 V

Screen size L=1000 mm x W  400 mm 1000 mm

Screen area 1.60 m2 4.00 m2

Compressed air 8 bar 8 bar
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Cleaner     
GS-600                    GS1.03.1010.GB

Photo shows machine with built-on fan 

The GS-600 cleaner is used for 
fine cleaning of grain and hard 
seed, as well as for cleaning 
small quantities of garden and 
flower seed 

Estimated capacity in radish seed is 
100-150 kg/h. 

In standard construction, the GS 
machines are delivered with the 
following features. 

The feeding apparatus is fitted with 
feed roll. 

The machine has pre-aspiration and 
final aspiration with one extraction 
auger. 

The screen system consists of one 
sieveboat with one scalping screen 
layer and one grading/sand screen 
layer. 

Both screen layers are with 5-9° 
variable screen inclination and each 
consisting of 1 screen part.  

All screens are rubber ball cleaned. 

Screen size is L=1000 x W=600 
mm and total total screen area is 
1.2 m2 .

The machine has 1.1 kW motor for 
sieveboats. 

With mechanically variable speed 
drive of feed roll and fixed speed 
drive of sieveboat; incl. valve pipe 
for mounting of fan (optional). 

The machine is of steel construction 
with sieveboats of laminated wood. 

Special features: 
 Fan and motor
 Vibratory feeder (instead of feed  

   roll) 
Electrically variable speed feed  

   roll with gear variator 0.37 kW 
Kit for slower feed roll speed  

   2-7 rpm
 Variable speed drive of  

   sieveboat 
 Three long screen layers  
 Rise air screen through final  

   aspiration incl. back mounted    
   settling chamber 
 Adjustable depth final aspiration  

   channel with calibrated control 
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Indented cylinder 
            

H-500 x 1000                                                 H1.06.1602.GB 
 

   
The H-500 indented cylinder is 
constructed to be part of a 
modular system, this means 
that a quantity of indented 
cylinders can be so arranged to 
satisfy all demands to 
capacities and plant lay-out 
 
It also means that capacities in 
existing plants can be increased at 
any time by adding one or more 
cylinders. 

Estimated capacity on wheat is up 
to 1 t/h. 

In standard construction, the 
indented cylinder is delivered with 
the following features. 

The exchangeable mantle is a 
onepiece mantle with the dimension 
Ø 500 x 1000. 

The machine is fitted with safety 
access doors. 

The machine is complete with fixed 
speed drive and gearmotor 0.25 
kW.

The machine is of steel 
construction. 

Weight of the machine is 175 kg. 

Special features: 
 Variable speed drive (frequency  

   controlled) 
 Vibrating trough (instead of  

   auger) 
 Outlet brake system (long  

   separation) 
 Spreading plate (short  

   separation)  
 Combination 1 over 1 / 1 over 2 
 Case-hardened or teflon coated  

   mantle

 

                                         
      1 over 1 set-up 
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Indented cylinder 
            

H-500 x 1500 / -1900 / -2500                  H4.06.1602.GB 
 

   
The H-500 indented cylinder is 
constructed to be part of a 
modular system, this means 
that a quantity of indented 
cylinders can be so arranged to 
satisfy all demands to 
capacities and plant lay-out 
 
It also means that capacities in 
existing plants can be increased at 
any time by adding one or more 
cylinders. 

Estimated capacity on wheat is up 
to 2 t/h for H-500 x 1500, up to 3 
t/h for H-500 x 1900, and up to 4 
t/h for H-500 x 2500. 

In standard construction, the H-500 
indented cylinders are delivered 
with the following features. 

The exchangeable mantle is two-
parted with the dimension Ø 500 x 
1500, -1900, and –2500 mm. 

The machine is fitted with safety 
access doors. 

The machine is complete with fixed 
speed drive and gearmotor 0.37 kW 
/ 0.37 kW / 0.55 kW, respectively. 

The machine is of steel 
construction. 

Weight of the machine is 300 kg / 
500 kg / 700 kg, respectively. 
 
Special features: 
 Variable speed drive (frequency  

   controlled) 
 Vibrating trough (instead of  

   auger) 
 Outlet brake system (long  

   separation) 
 Spreading plate (short  

   separation)  
 Adjustable inclination   
 Combination 1 over 1 / 1 over 2 
 Case-hardened or teflon coated  

   mantle

             

 Shown without safety access 
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Polishing / Brushing machine 
HA-600 / -800                                            HA3.07.1602.GB 
 

   
The HA-600/-800 polishing/-
brushing machine is a large 
scale production machine 
suitable for use in grass seed 
installations for initial 
separation of seeds in order to 
make for better cleaning on a 
subsequent sieve cleaner 
 
Other types of grass seed may also 
be treated with advantage in the HA 
polishing machine such as red 
fescue, Italian ryegrass, and lots for 
recycling containing twin kernels.  
 
Estimated capacity for HA-600 on 
rye grass is 1.0 t/h and for HA-800 
1.5 t/h. 

In standard construction, the  
HA-600 and HA-800 are delivered 
with the following features. 

The inlet section is fitted with an 
auger and the outlet is through the 
hopper below the machine. 
 
The machine has internally 
adjustable brushes (4 pcs.) and a 
three-section exchangeable mantle 
of 1245 mm length. 
 
Further, the machine has V-belt 
drive and motor; 5.5 kW for HA-600 
and 7.5 kW for HA-800. 

The machine is of steel construction 
with the sides of waterproof 
laminated wood. 

Weight of the machine is 585 kg for 
HA-600 and 750 kg for HA-800. 

Special features: 
Variable speed drive 
Externally adjustable brushes for 

   HA-800 
Beaters (instead of brushes) 
End outlet 
Clamps for quick opening of the     

   mantle  
Heavy duty motor 
Organic version   
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Laboratory belt grader
LA-BG                  LABG1.03.0502.GB

The LA-BG belt grader for
laboratory use is designed for
separation of rough surface
seeds from smooth surface
seeds – e.g. vegetable seeds
such as beet seeds and flower
seeds such as primula and
begonia seeds

In standard construction, the LA-BG
machines are delivered with the
following features.

The machine is fitted with inlet
hopper and vibratory feeder with
start/stop and potentiometer.

The PVC-belt is 600 mm wide with
adjustable inclination via electrical
actuator and with digital display.

The machine is complete with
adjustable belt drive from 10-30
rpm and counter for rpm as well as
gearmotor 0.25 kW for 1 x 240 V,
50 Hz which is frequency controlled.

The machine is of steel
construction.

Principle drawing
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Laboratory aspirator
LA-DUAL                   DUAL1.02.0501.GB

The LA-DUAL laboratory
aspirator is designed for
separation of mixtures in two or
three fractions according to the
product's aerodynamic
characteristics in an air stream

It is very well suited for laboratory
use as well as for small scale
production.

The aspirator can be delivered in
two different configurations for
batch or for continuous flow
operation.

In standard construction, the LA-
DUAL machines are delivered with
the following features.

The machine is fitted with inlet
hopper and vibratory feeder with
start/stop and potentiometer.

The double aspiration chamber has
manually operated distribution
valve.

The machine is complete with
integral fan with 0.27 kW, 240 V,
50 Hz, air filter, and dust
container.

Triac control for airflow regulation
is also included.

In construction for batch
operation,the machine has closing
valve below the aspiration
chambers and manually operated
air valve and false air valve.

In construction for continuous flow
operation, the machine has larger
inlet hopper and two rotary valves
(each with a 6 W motor) in both
aspiration chambers instead of
closing valve.

The machine has collecting bins
for light and heavy fractions and is
mounted on a convenient
worktable.

The machine is of steel
construction with a big plexiglass
window on one side.

Special features:
 Servo motor with potentiometer

   for regulation valves
 Heavy duty fan
 Autotransformer and switch for

  110 V, 60 Hz
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Laboratory brushing machine
LA-H                   LAH1.05.0402.GB

The LA-H brushing machine for
laboratory use is designed for
batch and continuous flow
polishing, hulling or scarifying
of small volumes of seed or
grain samples prior to cleaning
and grading

The LA-H can be used for loosening
and removal of beards, husks,
straw etc. before cleaning. It can
also divide dried spices, split double
grains and be used for polishing
work.

Continuous separation capacity is
up to 200 kg per hour on wheat.

In standard construction, the LA-H
machines are delivered with the
following features.

The machine is fitted with feeding
tray, aspiration tube and integrated
dust suction unit.

The machine is complete with
motors for 1 x 240 V, 50 Hz; main
shaft motor is 550 W and dust
suction motor is 1050 W.

The machine has collecting bins
for both outlets and is mounted on
a convenient worktable.

The machine is of steel
construction.

Special features:
 Inlet hopper with vibratory

   feeder
 Outlet pipe connection for

   transport of material to box on
   the floor
 Front outlet pipe connection
 Motor 0.75 kW with frequency

   converter for main shaft drive
 Auto-transformer for 110 V,

   60 Hz

With outlet pipe connection
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Laboratory gravity separator
LA-K                   LAK1.03.0501.GB

The LA-K gravity separator for
laboratory use is designed for
batch and continuous flow
separation of small volumes of
seed or grain, which have
already been separated with
regard to width, length, and
thickness

The gravity separator exploits the
smallest differences in the specific
weight of the product and it is
therefore possible to separate
heavy kernels with high
germination ability from light and
less valuable kernels.

The gravity separator can also be
used in laboratories for recycling or
in chemical factories.

Continuous separation capacity is
up to 100 kg per hour on wheat.

In standard construction, the LA-K
machines are delivered with the
following features.

The machine is fitted with inlet
hopper and vibratory feeder with
start/stop and potentiometer.

The eccentric shaft is fitted with
tachometer with digital readout of
the rpm.

The oscillating exchangeable
grading deck has a surface of 1570
cm2.

The LA-K has adjustable stroke
length, speed, air volume, and deck
inclination.

Motors are for 1 x 240 V, 50 Hz;
fan motor is 0.75 kW, drive motor
0.37 kW with frequency converter,
and motor for vibratory feeder is
0.05 kW.

The machine has collecting bins
for 5 fractions and is mounted on
a convenient worktable.

The machine is of steel
construction with the grading deck
of laminated wood.

Special features:
Aspiration hood above deck
Extension for inlet hopper
Fan motor with frequency

   converter
Reduced deck, 1/3 size, for very

   small lots of material
Outlet pipe connections for

   transport of material to box on
   the floor

Auto-transformer for 110 V,
   60 Hz

Flow pattern



Westrup A/S

Box 127, Sorøvej 21, DK-4200 Slagelse

Tel. +45 5852 2564, Fax +45 5852 5251

Please contact us for detailed information or meet us at www.westrup.com info@westrup.com

Laboratory destoner
LA-KS                   LAKS1.04.0408.GB

The LA-KS destoner for
laboratory use is designed to
perform a grading in two
fractions according to specific
weight. It can also be used in
research institutes and
laboratories but it is also
suitable for small production
plants

Furthermore, it can be placed in a
production line after a gravity
separator for treatment of the
heavy fraction being discharged
from this machine. The destoner
will separate the stones from the
heaviest fraction coming from the
gravity separator.

In standard construction, the LA-KS
machines are delivered with the
following features.

The machine is fitted with inlet
hopper, adjustable stroke length,
speed, air volume, and inclination
lengthwise.

The exchangeable grading deck has
a surface of 0.17 m2.

Motors are for 1 x 240 V, 50 Hz;
fan motor is 0.75 kW and drive
motor 0.37 kW with frequency
converter.

The machine has two collecting
bins and is mounted on a
convenient worktable.

The machine is of steel
construction with the grading deck
of laminated wood.

Special features:
Fan motor with frequency

   converter
Auto-transformer for 110 V,

   60 Hz



 Westrup A/S 

Sorøvej 21, DK-4200 Slagelse 

Tel. +45 5852 2564, Fax +45 5852 5251

Please contact us for detailed information or meet us at www.westrup.com info@westrup.com

 

Laboratory air/screen cleaner 
LA-LS                                                         LALS1.05.1503.GB 
 

   
The LA-LS air/screen cleaner is 
a precision and fine cleaner for 
laboratory use as well as for 
small scale production in 
research stations, institutes etc. 
 
The LA-LS can be used for batch 
and continuous flow separation and 
is very well suited for preparation of 
all seed types such as vegetable 
seed, grain, oil seed, grass seed, 
clover seed etc. as well as for 
flower seed and spices.  

Continuous cleaning capacity is up 
to 120 kg per hour on wheat. 
 
In standard construction, the LA-LS 
machines are delivered with the 
following features. 

The machine is fitted with inlet 
hopper and vibratory feeder with 
start/stop and potentiometer. 

The aspiration system is with pre-
aspiration and final aspiration as 
well as air recirculation system with 
built-in fan and dust suction unit.  

The eccentric shaft is fitted with 
tachometer with digital readout of 
the rpm. 
 
The screen system consists of one 
sieveboat with 1 short scalping 
screen 275x275 mm and 2 long 
grading/-sand screens 275x540 
mm which gives a total screen area 
of 0.34 m2.

The long screens are rubber ball 
cleaned. 

The machine is complete with 
speed drive with frequency 
converter and digital readout. 
Motors are for 1 x 240 V, 50 Hz; 
fan motor is 0.75 kW, drive motor 
0.37 kW with frequency converter, 
and 0.05 kW for vibratory feeder. 

The machine has collecting bins 
for waste and prime product and is 
mounted on a convenient work-
table. 

The machine is of steel 
construction with sieveboats of 
laminated wood.

Screen removal end 

 
Special features: 

Fan motor 1.1 kW with frequency  
   converter 

Aspiration chamber with auger /  
   rotary valve 

Air velocity meter 
Brush cleaning instead of ball  

   cleaning 
Three long grading screens –  

   0.4 m2

Outlet pipe connections for  
   transport of material to box on  
   the floor 

Extension for inlet hopper 
Clipper LA-P built onto the inlet 
Auto-transformer for 110 V,  

   60 Hz
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Laboratory cleaner & grader
LA-LST                   LALST1.04.0501.GB

Shown with built-on clipper

The LA-LST is a precision/fine
cleaner/grader for laboratory
use as well as for small scale
production in research stations,
institutes etc.

The LA-LST can be used for batch
and continuous flow separation and
is very well suited for preparation of
all seed types such as vegetable
seed, grain, oil seed, grass seed,
clover seed etc. as well as for
flower seed and spices.

Continuous cleaning capacity of up
to 150 kg per hour on wheat.

In standard construction, the LA-
LST machines are delivered with
the following features.

The machine is fitted with inlet
hopper and vibratory feeder with
start/stop and potentiometer.

The aspiration system is with pre-
aspiration and final aspiration as
well as air recirculation system with
built-in fan and dust suction unit.

The eccentric shaft is fitted with
tachometer with digital readout of
the rpm.

The screen system consists of one
sieveboat with 1 short scalping
screen 275x275 mm and 2 long
grading/-sand screens 275x540
mm which gives a total screen area
of 0.34 m2.

The long screens are rubber ball
cleaned.

Finally, the machine is fitted with
indented cylinder.

Both units can be operated
separately; the indented cylinder
must then be furnished with inlet
hopper and vibratory unit.

The machine is complete with
speed drive with frequency
converter and digital readout.

Motors are for 1 x 240 V, 50 Hz;
fan motor is 0.75 kW, drive motor
0.37 kW with frequency converter,
cylinder motor 90 W, and motor
for vibratory feeder 0.05 kW.

The machine has collecting bins
for waste and prime product and is
mounted on a convenient work-
table.

The machine is of steel
construction with sieveboats of
laminated wood.

Special features:
Fan motor with frequency

   converter
Aspiration chamber with auger /

   rotary valve
Loose vibratory feed hopper for

   cylinder section (when used
   separately)

Clipper LA-P built onto the inlet
Auto-transformer for 110 V,

   60 Hz
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Laboratory blower
LA-MINI BLOWER / LA-MAXI BLOWER LABLO1.03.0402.GB

The LA MINI and MAXI BLOWER
for laboratory use is a testing
machine used for the
classification of a sample
according to the aerodynamic
behaviour (floating speed) of
the particles in an air stream

The sample is placed in a sample
tray with fine mesh in the bottom.

Air is blown through the mesh and
continues up through the vertical
separation pipe.

The sample is then divided into two
fractions – one in the settling
chamber and one in the sample
tray (pure seed collection).

In standard construction, the Mini
and Maxi Blowers are delivered with
the following features.

The machine is fitted with a fan
with motor; 110 W for Mini Blower
and 270 W for Maxi Blower.

The sample tray is with fine mesh
in the bottom.

The transparent vertical
separation pipe is Ø 50 mm for
Mini Blower and Ø 100 mm for
Maxi Blower.

The pressure chamber has a built-in
fan and infinitely variable air
regulation.

The machine has a start/stop
button.

The machine is complete with
infinitely variable speed drive and
motor.
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Laboratory clipper/de-awner
LA-P                   LAP1.03.0402.GB

The LA-P clipper/de-awner for
laboratory use is designed for
continuous flow (or batch) pre-
treatment of various grain
types; the purpose of the de-
awning operation is to remove
awns from barley kernels, loose
husks from wheat, and to clip
oat kernels

The clipper/de-awner can be used
where heavy de-awning is required
but also for products where only a
light de-awning is needed as the
degree of de-awning depends on
the length of time the material
stays in the de-awner housing.

First and foremost, the agitating
scouring action of the LA-P takes
place when the kernels rub against
eachother being influenced by the
rotating movements of the shaft.
Secondly, this is achieved when the
kernels touch the beaters.

In standard construction, the LA-P
machines are delivered with the
following features.

The machine is fitted with inlet
hopper and housing with adjustable
inclination from 0° to a bigger
inclination.

The housing has a rotor with steel
beaters and spring loaded outlet
valve with scale for regulation of
the clipping degree.

The machine is complete with
speed drive and 0.37 kW motor for
1 x 240 V, 50 Hz.

The machine has a collecting bin
and is mounted on a convenient
worktable.

The machine is of steel
construction.

Special features:
 Drive motor with frequency

   converter
 Larger motor
 Auto-transformer for 110 V,

   60 Hz
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Laboratory screen cleaner 
LA-S                    LAS1.06.1010.GB

   
The LA-S screen cleaner is a 
cleaner for laboratory use as 
well as for small scale produc-
tion in research stations, 
institutes etc. 

The LA-S can be used for batch and 
continuous flow separation and is 
very well suited for preparation of 
all seed types such as vegetable 
seed, grain, oil seed, grass seed, 
clover seed etc. as well as for 
flower seed and spices.  

In standard construction, the LA-S 
machines are delivered with the 
following features. 

The machine is fitted with inlet 
hopper and vibratory feeder with 
start/stop and potentiometer. 

The screen system consists of one 
sieveboat with 1 short scalping 
screen 275x275 mm and 2 long 
grading/-sand screens 275x540 
mm which gives a total screen area 
of 0.34 m2.

The long screens are rubber ball 
cleaned. 

The machine is complete with 
speed drive with frequency 
converter; motor 0.37 kW for 1 x 
240 V, 50 Hz. 

The machine has collecting bins 
for waste and prime product and is 
mounted on a convenient work-
table. 

The machine is of steel 
construction with sieveboat of 
laminated wood. 

Special features: 
 Three long grading screens –  

   0.4 m2

 Extension for inlet hopper
 Auto-transformer for 110 V,  

   60 Hz
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Laboratory indented cylinder
LA-T                  LAT1.03.0501.GB

The LA-T indented cylinder for
laboratory use is designed for
continuous flow (or batch)
separation where kernels with
different lengths but otherwise
similar dimensions can be
separated from each other

Short kernels are separated from
long ones, broken kernels from
whole ones, and also round seeds
from oblong ones.

Continuous cleaning capacity is up
to 150 kg per hour on wheat.

In standard construction, the LA-T
machines are delivered with the
following features.

The machine is fitted with inlet
hopper and vibratory feeder with
start/stop and potentiometer.

Further with speed regulation of
the cylinder.

The mantle is exchangeable.

Motors are for 1 x 240 V, 50 Hz;
drive motor is 90 W and motor for
vibratory feeder 0.05 kW.

The machine has collecting bins
and is mounted on a convenient
worktable.

Outlet end

The machine is of steel
construction.

Special features:
 Drive motor with frequency

   converter
 Outlet pipe connections for

   transport of material to box on
   the floor
 Extension for inlet hopper
 Auto-transformer for 110 V,

   60 Hz
 Two cylinders built together in

   construction 1 over 1
 Built together with LA-G; also in

   construction 1 over 1
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Laboratory precision sizer
LA-VBS                 LAVBS1.02.0502.GB

The LA-VBS precision sizer for
laboratory use is designed for
grain samples where the
kernels are to be graded
according to thickness

In standard construction, the
LA-VBS machines are delivered
with the following features.

The machine is fitted with vibratory
feeder with start/stop and
potentiometer.

The screen section has one screen
layer consisting of two grading
screens, each 280x530 mm (with
ball cleaning).

The screen system is with quick-
change device.

With variable spring inclination incl.
tool for measuring the angle.

Further with two outlet chutes and
end outlet.

The machine is complete with
variable speed drive and motor with
built-in frequency converter incl.
start/stop and potentiometer for
1 x 240 V, 50 Hz.

                     Quick-change screen system                                       Tool for measuring the angle
                                                                                                         of the spring inclination
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Modular cleaner     
  

SD-1000 / -1250 / -1500 / -1750 / -2000             SD1.02.0502.GB 
 

Machine shown with enclosure doors 

   
The SD mid range modular 
cleaner is a very versatile 
cleaner applicable for many 
cleaning purposes 
 
It is excellent to master pre-
cleaning jobs at modern intake 
plants; it is also suitable for 
dressing of malting barley. 

Estimated capacity on wheat is 
ranging from 50 t/h – 100 t/h. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and straw drum, or with 
vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one or two waste 
augers.  

Final aspiration can be done in a 
channel with variable or fixed 
depth. 

The sieve section consists of one 
sieveboat with fixed or variable 
screen inclination and different 
number of screen layers. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen area: 

 SD-1000 SD-1250 SD-1500 SD-1750 SD-2000 

E26 / E27 – 2 x 2 layers  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2

E30 – 4 parallel layers  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2

E32 – 4 layers with various flows  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2

E28 – 3 x 2 layers 12.0 m2 15.0 m2 18.0 m2 21.0 m2 24.0 m2

E40 – 2 x 2 layers 9.6 m 12.0 m 14.4 m 16.8 m 19.2 m
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Modular cleaner     
  

SD-1000 / -1250 / -1500 / -1750 / -2000             SD1.02.0502.GB 
 

Machine shown with enclosure doors 

   
The SD mid range modular 
cleaner is a very versatile 
cleaner applicable for many 
cleaning purposes 
 
It is excellent to master pre-
cleaning jobs at modern intake 
plants; it is also suitable for 
dressing of malting barley. 

Estimated capacity on wheat is 
ranging from 50 t/h – 100 t/h. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and straw drum, or with 
vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one or two waste 
augers.  

Final aspiration can be done in a 
channel with variable or fixed 
depth. 

The sieve section consists of one 
sieveboat with fixed or variable 
screen inclination and different 
number of screen layers. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen area: 

 SD-1000 SD-1250 SD-1500 SD-1750 SD-2000 

E26 / E27 – 2 x 2 layers  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2

E30 – 4 parallel layers  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2

E32 – 4 layers with various flows  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2

E28 – 3 x 2 layers 12.0 m2 15.0 m2 18.0 m2 21.0 m2 24.0 m2

E40 – 2 x 2 layers 9.6 m 12.0 m 14.4 m 16.8 m 19.2 m
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Modular cleaner     
  

SD-1000 / -1250 / -1500 / -1750 / -2000             SD1.02.0502.GB 
 

Machine shown with enclosure doors 

   
The SD mid range modular 
cleaner is a very versatile 
cleaner applicable for many 
cleaning purposes 
 
It is excellent to master pre-
cleaning jobs at modern intake 
plants; it is also suitable for 
dressing of malting barley. 

Estimated capacity on wheat is 
ranging from 50 t/h – 100 t/h. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and straw drum, or with 
vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one or two waste 
augers.  

Final aspiration can be done in a 
channel with variable or fixed 
depth. 

The sieve section consists of one 
sieveboat with fixed or variable 
screen inclination and different 
number of screen layers. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen area: 

 SD-1000 SD-1250 SD-1500 SD-1750 SD-2000 

E26 / E27 – 2 x 2 layers  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2

E30 – 4 parallel layers  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2

E32 – 4 layers with various flows  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2

E28 – 3 x 2 layers 12.0 m2 15.0 m2 18.0 m2 21.0 m2 24.0 m2

E40 – 2 x 2 layers 9.6 m 12.0 m 14.4 m 16.8 m 19.2 m
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Modular cleaner     
  

SP-1000 / -1250 / -1500 / -1750 / -2000 / -2500           SP1.01.0405.GB 
 

   
The SP high capacity modular 
cleaner is a very versatile 
cleaner performing at high 
capacities 
 
It excels at malting barley cleaning 
and sizing, pre-cleaning, market 
grade cleaning, and food grade 
cleaning. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and one or two straw drums, 
with feeding augers and cleaning 
band, or with vibratory feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation.

Aspiration can also be done in a 
chamber with one, two or three 
waste augers. Rotary valve can also 
be supplied instead of augers or the 
machine can be equipped with air 
recirculation. 

Final aspiration can be done in a 
channel with variable or fixed 
depth. A double channel with 
individually variable depth is also 
available. 

The sieve section consists of two 
sieveboats with fixed or variable 
screen inclination and 4 + 4 screen 
layers. 

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen area: 

 SP-1000 SP-1250 SP-1500 SP-1750 SP-2000 SP-2500 

 16.0 m2 20.0 m2 24.0 m2 28.0 m2 32.0 m2 40.0 m2

E1 – fixed inclination 

E2 – variable inclination

E11 – parallel layers 

E16 – different flows 
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Indented cylinder 
            

TR-725 / -730                                            TR7.09.1602.GB 
 

   
The TR indented cylinder is 
constructed to be part of a 
modular system, which means 
that a quantity of indented 
cylinders can be so arranged to 
satisfy all demands to 
capacities and plant lay-out 
 
It also means that capacities in 
existing plants can be increased at 
any time by adding one or more 
cylinders. 
 
Estimated capacity on wheat is for 
TR-725 up to 7.0 t/h in short 
separation and 5.5 t/h in long 
separation or short+long; for TR-
730 the capacity is up to 8.0 t/h in 
short separation and 6.5 t/h in long 
separation or short+long. 

In standard construction, the TR 
machines are delivered with the 
following features. 

The cylinder can be fitted with 
agitator, agitator with auger, or 
outlet brake.  

The exchangeable mantle is three-
parted with the dimension  
Ø 700 x 2410 mm for TR-725 and 
Ø 700 x 2910 mm for TR-730. 

The position of the trough is 
infinitely adjustable. 

The machine is fitted with safety 
access doors on left and right side 
of the mantle. 

The machine is complete with fixed 
speed drive and 1.5 kW motor, 900 
rpm. 

The machine is of steel 
construction. 
 
Weight of the machine is 650 kg for 
TR-725 and 700 kg for TR-730. 
 
Special features: 
 Electrical adjustment of trough 
 Mechanically variable speed  

   drive 
 Combination 1 over 2 / 2 over 3  
 Gas lifting device for access door 
 Compressed air clean down 
 Safety covering 
 Lifting device for mantle change 
 Inspection hatch 
 Case-hardened or Teflon coated  

   mantle

                       Shown without doors                                   Cylinder mantle with drop shaped indents
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Indented cylinder 
            

TR-930 / -940                                            TR8.09.1602.GB 
 

   
The TR indented cylinder is 
constructed to be part of a 
modular system, which means 
that a quantity of indented 
cylinders can be so arranged to 
satisfy all demands to 
capacities and plant lay-out 
 
It also means that capacities in 
existing plants can be increased at 
any time by adding one or more 
cylinders. 
 
Estimated capacity on wheat is for 
TR-930 up to 12.1 t/h in short 
separation and 9.6 t/h in long 
separation or short+long; for TR-
940 the capacity is up to 16.2 t/h 
in short separation and 13.0 t/h in 
long separation or short+long. 

In standard construction, the TR 
machines are delivered with the 
following features. 

The cylinder can be fitted with 
agitator, agitator with auger, or 
outlet brake.  

The exchangeable mantle is 
threeparted with the dimension  
Ø 900 x 2910 mm for TR-930 and 
Ø 900 x 3910 mm for TR-940. 

The position of the trough is 
infinitely adjustable. 

The machine is fitted with safety 
access doors on left and right side 
of the mantle. 

The machine is complete with fixed 
speed drive and 2.2/3.0 kW motor. 

The machine is of steel 
construction. 
 
Weight of the machine is 900 kg for 
TR-930 and 980 kg for TR-940. 
 
Special features: 
 Electrical adjustment of trough 
 Mechanically variable speed  

   drive 
 Combination 1 over 2 / 2 over 3  
 Gas lifting device for access door 
 Compressed air clean down 
 Safety covering 
 Lifting device for mantle change 
 Inspection hatch 
 Case-hardened or Teflon coated  

   mantle

                       Shown without doors                                   Cylinder mantle with drop shaped indents
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Indented cylinder 
           

TR-1240 / -1250                                            TR9.02.1605.GB

   
The TR indented cylinder is 
constructed to be part of a 
modular system, which means 
that a quantity of indented 
cylinders can be so arranged to 
satisfy all demands to 
capacities and plant lay-out 

It also means that capacities in 
existing plants can be increased at 
any time by adding one or more 
cylinders. 

Estimated capacity on wheat is for 
TR-1240 up to 20 t/h in short 
separation and 16 t/h in long 
separation or short+long; for TR-
1250 the capacity is up to 25 t/h 
in short separation and 20 t/h in 
long separation or short+long. 

In standard construction, the TR 
machines are delivered with the 
following features. 

The cylinder can be fitted with 
agitator, agitator with auger, or 
outlet brake.  

The exchangeable mantle is 
fourparted with the dimension  
Ø 1200 x 3910 mm for TR-1240 
and Ø 1200 x 4910 mm for TR-
1250. 

The position of the trough is 
infinitely adjustable. 

The machine is fitted with safety 
access doors on left and right side 
of the mantle. 

The machine is complete with fixed 
speed drive and 5.5 kW motor; incl. 
soft-starter. 

The machine is of steel 
construction. 

Weight of the machine is 1080 kg 
for TR-1240 and 1186 kg for TR-
1250. 

Special features: 
 Electrical adjustment of trough 
 Mechanically variable speed  

   drive 
 Combination 1 over 2 / 2 over 3  
Gas lifting device for access door 
 Compressed air clean down 
 Safety covering 
 Lifting device for mantle change 
 Inspection hatch 
 Case-hardened or Teflon coated  

   mantle

                       Shown without doors                                   Cylinder mantle with drop shaped indents
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Air/screen cleaner 
           

UC-1000 / -1250 / -1500                                                     UC1.05.1604.GB

                                                                      

   
The UC air/screen cleaner is 
especially designed for cleaning 
and grading many sorts of 
cereals and seeds to a very high 
standard 

In standard construction, the UC 
machines are delivered with the 
following features. 

The machine is fitted with inlet with 
feed roll. 

The aspiration system consists of 
pre-aspiration and final aspiration.  

Pre-aspiration chamber is with 
rotary valve and outlet to chute to 
the sieveboat. 

Final aspiration chamber is with 
rotary valve and outlet to chute 
from the sieveboat.  

Further with false air regulation. 

The screen system consists of one 
sieveboat with 4 screen layers 
(each 2 screen parts); 1st and 3rd

layers are scalping; 2nd and 4th

layers are grading/sand.  

All screens are rubber ball cleaned. 

The machine has fixed speed drive 
and motors; incl. valve pipe for 
mounting of fan (optional). 

The machine is of steel construction 
with sieveboat of laminated wood. 

Special features: 
Fan and motor    
 Vibrator feeder (instead of feed  

   roll)  

UC-1000 UC-1250 UC-1500 

Motor, sieveboat 1.10 kW 1.50 kW 1.50 kW 

Screen size L=800 mm x W 1000 mm 1250 mm 1500 mm 

Screen area 6.40 m2 8.00 m2 9.60 m2

Estimated capacity on wheat 3.8 t/h 4.8 t/h 5.8 t/h 
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Modular cleaner     
           

UP-1000 / -1250 / -1500 / -1750 / -2000                          UP1.01.1608.GB

   
The UP mid range modular 
cleaner is a very versatile 
cleaner applicable for many 
cleaning purposes 

It is excellent for seed cleaning 
purposes, including the cleaning of 
grass seed, and also heavy crops 
such as peas and beans. 

When the machine is fitted with a 
large air module, it is also suitable 
for cleaning maize. 

Estimated pre-cleaning capacity of 
up to 60 t/h based on wheat with 
max. moisture content of 18%. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and straw drum, or with 
vibrator feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one or two waste 
augers.  

Final aspiration can be done in a 
channel with variable or fixed 
depth. 

The sieve section consists of one 
sieveboat with fixed or variable 
screen inclination.  

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen area: 
UP-1000 UP-1250 UP-1500 UP-1750 UP-2000 

E20 / E22 – 1 short + 2 long layers  5.6 m2  7.0 m2  8.4 m2  9.8 m2 11.2 m2

E23 / E25 – 1 short + 3 long layers  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2

 



Westrup A/S

Sorøvej 21, DK-4200 Slagelse 

Tel. +45 5852 2564, Fax +45 5852 5251

Please contact us for detailed information or meet us at www.westrup.com info@westrup.com

Modular cleaner     
           

UP-                UP2.04.1608.GB

   
DISTINGUISHING ADVANTAGES 

Modular construction to meet 
specific cleaning and capacity 
requirements depending on 
the selection of modules. 

Heavy duty steel construction 
incorporating sieveboat made 
of waterproof laminated wood. 

Can optionally be supplied 
with dust enclosures and 
interior illumination in the final 
aspiration channel. 

Independently driven built-on 
aspiration fan (optional) with 
backward curving rotor blades. 

Fan discharge is adjustable at 
site to suit local requirements. 

Feeding apparatus ensuring an 
even spread of product over 
the full working width of the 
machine. 

Highly efficient air system 
ensuring a uniform aspiration 
and a good separation of the 
prime product. 

Easily accessible controls for 
quick and reliable adjust-
ments. 

Easily accessible screens with 
superior cleaning system 
where each screen is mounted 
over a ball frame containing a 
number of small rubber balls 
manufactured from a specially 
selected rubber compound. 

The rubber balls are continu-
ously bouncing against the 
screen to clear out any 
blinding material, which 
ensures that the screen is at 
all times maintained at peak 
cleaning performance securing 
trouble-free operation. 

Sieveboat suspended with 
fibreglass springs giving 
smooth and safe operation due 
to the centrally located 
eccentric shaft. 

Variable screen inclination 
(optional) to give optimum 
separation of the product on 
the respective screen. 

Wide selection of screens and 
screen systems to meet 
individual requirements. 

Long air separation channel 
across the full width of the 
cleaner with perfectly balanced 
and very precise air control 
giving a very accurate 
extraction of dust etc. as the 
product exits the machine. 

Window across the full width 
of the channel for visual 
inspection of the cleaning 
performance. 

Complete and easy access for 
cleanout through augers or 
rotary valves. 

Outlet chutes generously sized 
to transfer the necessary 
quantities of extracted 
material to waste at full 
cleaner capacity. 

Outlets on right hand side or 
left hand side to suit individual 
plant layouts. 

Easy clean-down when 
changing from one product to 
another. 

Low maintenance costs and 
one-year parts warranty.
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Modular cleaner     
           

UP-1000 / -1250 / -1500 / -1750 / -2000                          UP1.01.1608.GB

   
The UP mid range modular 
cleaner is a very versatile 
cleaner applicable for many 
cleaning purposes 

It is excellent for seed cleaning 
purposes, including the cleaning of 
grass seed, and also heavy crops 
such as peas and beans. 

When the machine is fitted with a 
large air module, it is also suitable 
for cleaning maize. 

Estimated pre-cleaning capacity of 
up to 60 t/h based on wheat with 
max. moisture content of 18%. 

The machine is assembled with 
modular components to make up a 
cleaner to suit very specific 
requirements.  

The great advantage of the modular 
system is that it also offers the 
capability of upgrading the machine 
according to future requirements. 

The feeding apparatus can be in 
construction with feed roll, with 
feed roll and straw band, with feed 
roll and straw drum, or with 
vibrator feeder. 

Pre-aspiration can be done in a 
channel with fixed or variable 
depth, in a chamber with standard 
air system or with air recirculation. 

Aspiration can also be done in a 
chamber with one or two waste 
augers.  

Final aspiration can be done in a 
channel with variable or fixed 
depth. 

The sieve section consists of one 
sieveboat with fixed or variable 
screen inclination.  

The machine is of steel construction 
with sieveboats of laminated wood. 

Screen systems: Screen area: 
UP-1000 UP-1250 UP-1500 UP-1750 UP-2000 

E20 / E22 – 1 short + 2 long layers  5.6 m2  7.0 m2  8.4 m2  9.8 m2 11.2 m2

E23 / E25 – 1 short + 3 long layers  8.0 m2 10.0 m2 12.0 m2 14.0 m2 16.0 m2
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Modular cleaner     
           

UP-                UP2.04.1608.GB

   
DISTINGUISHING ADVANTAGES 

Modular construction to meet 
specific cleaning and capacity 
requirements depending on 
the selection of modules. 

Heavy duty steel construction 
incorporating sieveboat made 
of waterproof laminated wood. 

Can optionally be supplied 
with dust enclosures and 
interior illumination in the final 
aspiration channel. 

Independently driven built-on 
aspiration fan (optional) with 
backward curving rotor blades. 

Fan discharge is adjustable at 
site to suit local requirements. 

Feeding apparatus ensuring an 
even spread of product over 
the full working width of the 
machine. 

Highly efficient air system 
ensuring a uniform aspiration 
and a good separation of the 
prime product. 

Easily accessible controls for 
quick and reliable adjust-
ments. 

Easily accessible screens with 
superior cleaning system 
where each screen is mounted 
over a ball frame containing a 
number of small rubber balls 
manufactured from a specially 
selected rubber compound. 

The rubber balls are continu-
ously bouncing against the 
screen to clear out any 
blinding material, which 
ensures that the screen is at 
all times maintained at peak 
cleaning performance securing 
trouble-free operation. 

Sieveboat suspended with 
fibreglass springs giving 
smooth and safe operation due 
to the centrally located 
eccentric shaft. 

Variable screen inclination 
(optional) to give optimum 
separation of the product on 
the respective screen. 

Wide selection of screens and 
screen systems to meet 
individual requirements. 

Long air separation channel 
across the full width of the 
cleaner with perfectly balanced 
and very precise air control 
giving a very accurate 
extraction of dust etc. as the 
product exits the machine. 

Window across the full width 
of the channel for visual 
inspection of the cleaning 
performance. 

Complete and easy access for 
cleanout through augers or 
rotary valves. 

Outlet chutes generously sized 
to transfer the necessary 
quantities of extracted 
material to waste at full 
cleaner capacity. 

Outlets on right hand side or 
left hand side to suit individual 
plant layouts. 

Easy clean-down when 
changing from one product to 
another. 

Low maintenance costs and 
one-year parts warranty.




